
HD+Eco 2 HDMI HD+Eco 2 HDSDI HD4+Eco HD+Silent HD+Eco HD3D+Eco
HD3D+Eco-MDM

(Master)
HD3D-Eco-MDS

(Slave)
HD3D+

HD3D-MDM
(Master)

HD3D-MDS
(Slave)

Outputs:
1 HDMI, COMPONENT, SVHS, 

COMPOSITE
1 HDSDI 4 DVI/VGA 1 DVI/VGA 1 DVI/VGA 2 DVI/VGA 0 2 DVI/V GA 2 DVI/VGA 0 2 DVI/VGA

Listprice: CONTACT US CONTACT US CONTACT US CONTACT US CONTACT US C ONTACT US CONTACT US CONTACT US CONTACT US CONTACT US CO NTACT US

Description:

4 Channel HD Video Server 
20MBit/Channel max. 30fps

for Plasma/LCD Displays
or Panorama Projections

1 Channel HD Video Server
FANLESS!

40MBit/Channel max. 30fps
für Plasma/LCD displays

or HD projectors

external Power Supply
optional Wireless

1 Channel HD Video Server
80MBit/Channel max. 60fps

for Plasma/LCD displays
or HD projectors

2 Channel HD Video Server
50MBit/Channel max. 30fps

for 3D projections
OnBoard Audio

Master with max. 8 Channel 
Audio & Timecode

max. 30fps
for MultiChannel or Panorama 

projection

2 Channel HD Video Server 
Slave with LTC-Input

50MBit/Channel max. 30fps
for Multichannel (3D) 

projections

2 Channel HD Video Server
80MBit/Channel max. 60fps

for 3D projections
professional Audio,

Cineform Studio Codec up to 4K 
Resolution

Master for max. 16 Channel Audio & 
Timecode

max. 60fps
for MultiChannel or Panorama 

projection

2 Channel HD Video Server Slave 
with LTC-Input

80MBit/Channel max. 60fps
for 3D projections
professional Audio,

Cineform Studio Codec up to 4K 
Resolution

Specs:

Anzahl Kanäle 1 1 4 1 1 2 0 2 2 0 2
Frameraten 25-30 23.97-30 23.97-30 23.97-30 23.97-30 23.97-30 - 23.97-30 23.97-60 - 23.97-30
Max. Auflösung, Bitrate und fps pro Channel: 1080p30@40MBit/s 1080p30@40MBit/s 1920x1080, 20 MBit/s 1080p30@40MBit/s 1080p30@50MBit/s 1080p30@50MBit/s - 1080p30@50MBit/s 80 - 80
Audiosystem Stereo (Analog + HDMI) 8 Channel SDI Audio 5.1 OnBoard + Digital Out 5.1 OnBoard 5.1 OnBoard 5.1 OnBoard + Digital Out 8 Channel + Scope 4.5 DSP 16 Channel + Scope 4.5 DSP 16 Channel + Scope 4.5 DSP -
Storage
System HDDs 74GB 24/7 Flash Flash Flash Flash Flash Flash Flash Flash Flash
Video HDDs 74GB 24/7 1 1 2 1 1 1 1 2 1
Raid 1 optional optional optional - optional optional optional optional optional
Integration
LTC Timecode Output no no no no no no yes no yes yes no
LTC Timecode Input no no no no no no no yes no no yes
Reliablility
24/7 Specified Hardware yes yes yes yes yes yes yes
24/7 Operation Safty good good good good good good perfect
Serverhardware & Monitoring tool yes yes no no no no yes
Redundant Fans no no system no fans at all system system all
Redundant Power Supply no no no no no no redundant Fan within PS
Physikalisch
Chasis 19 Inch / 1U 19 Inch / 1U 19 Inch / 4U 19 Inch / 4U 19 Inch / 4U 19 Inch / 4U 19 Inch / 4U incl. Rackmounts
Dimensions (cm) TxBxH 35 x 43 x 4.3 35 x 43 x 4.3 50,5 x 48,3 x 17,7 34 x 43 x 8 50,5 x 48,3 x 17,7 50,5 x 48,3 x 17,7 64,8 x 48,3 x 17,8
Weight in KG (approx.) 10 10 28 26 28 35

BSM HD+ Server - 1.5.2008
Prices in Euros without taxes and without delivery

May change without notice!

BRAINSALT MEDIA GMBH
Tel.: +43 732 890141 Fax.: +43 732 890141-15

http://www.brainsalt.net - info@brainsalt.net

Like HD3D+Eco

SD/HD MPEG2, WMVHD
RS232 & Gigabit Lan

Crestron CNX Interface
HD+Software

All channels are running synchronous!

1 Channel HD Video Server
40MBit/Channel 25 - 30fps
for Plasma/LCD Displays

or HD projectors

NO WARPING/BLENDING!
720p/1080i/1080p MATERIAL ONLY!

Like HD3D+Eco

Like HD3D+Eco
Like HD3D+

HD MPEG/MPEG2, WMVHD
Signal Resolution 800x600 - 1920x1200
Physical Outputs: RGBHV and DVI-D

Signal Output Frequency: 47,94 - 60 Hz
Realtime Warping and Blending

RS232 & Gigabit Lan
Crestron CNX Interface

HD+Software Lizenz

All channels are running synchronous!

CineForm 2K
HD MPEG/MPEG2, WMVHD

Signal Resolution 800x600 - 1920x1200
Physical Outputs: RGBHV and DVI-D

Signal Output Frequency: 47,94 - 60 Hz
Realtime Warping and Blending

RS232 & Gigabit Lan
Crestron CNX Interface

HD+Software Lizenz

All channels are running synchronous!

Like HD3D+Like HD3D+


